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UL 3239 Silicone Wire - 3000 V Construction

CONSTRUCTION & TECHNICAL DATA

Catalog designation UL 3239

Voltage version 3,000 V

Number of cores 1

Conductor material Stranded tinned copper

Insulation Silicone rubber

Listed sizes 26-12 AWG

CONSTRUCTION SECTION

1

2

1. Stranded tinned-copper conductor

2. Silicone rubber insulation

Representative section, not to scale. Strand count and
packing, core positions and layer proportions are
schematic.

SIZE SPECIFICATIONS

Cores Size / core Nominal OD
(mm)

Construction / variant

1 26 AWG 2.05 7 × 0.16 mm; 3,000 V

1 24 AWG 2.2 11 × 0.16 mm; 3,000 V

1 22 AWG 2.3 17 × 0.16 mm; 3,000 V

1 20 AWG 2.5 21 × 0.18 mm; 3,000 V

1 18 AWG 2.75 34 × 0.18 mm; 3,000 V

1 16 AWG 3.05 26 × 0.254 mm; 3,000 V

1 14 AWG 3.45 41 × 0.254 mm; 3,000 V

1 12 AWG 3.95 65 × 0.254 mm; 3,000 V

Dimensions and weights are reference values. Final construction, tolerances, ratings, colours and supply requirements are subject to the agreed order
specification.
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